c c I s Report No.: CCISE200804403

Test Data
5.4.2 RF Output Power
Condition | Mode Frequency Antenna Max Burst RMS Power Burst Max EIRP Limit Verdict
(MHz) (dBm) Number (dBm) (dBm)

NVHT BLE 2402 Antl -4.36 191 -3.3 20 Pass
NVHT BLE 2442 Antl -2.82 208 -1.76 20 Pass
NVHT BLE 2480 Antl -4.25 361 -3.19 20 Pass
NVLT BLE 2402 Antl -4.77 501 -3.71 20 Pass
NVLT BLE 2442 Antl -2.88 220 -1.82 20 Pass
NVLT BLE 2480 Antl -4.27 199 -3.21 20 Pass
NVNT BLE 2402 Antl -4.31 250 -3.25 20 Pass
NVNT BLE 2442 Antl -2.89 212 -1.83 20 Pass
NVNT BLE 2480 Antl -4.28 230 -3.22 20 Pass
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5.4.3 Power Spectral Density

Condition | Mode | Frequency (MHz) | Antenna | Max PSD (dBm/MHz) | Limit (dBm/MHz) | Verdict
NVNT BLE 2402 Antl -3.33 10 Pass
NVNT BLE 2442 Antl -1.91 10 Pass
NVNT BLE 2480 Antl -3.3 10 Pass
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Power Spectral Density PSD: -2.30dBm/MHz
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5.4.7 Occupied Channel Bandwidth
Condition | Mode Frequency Antenna Center OBW Lower Edge Upper Edge Limit OBW | Verdict
(MHz) Frequency (MHz) (MHz) (MHz) (MHz)
(MHz)
NVNT BLE 2402 Antl 2402.004 1.042 2401.483 2402.525 20 Pass
NVNT BLE 2480 Antl 2480.002 1.043 2479.48 2480.523 20 Pass

OBW NVNT BLE 2402MHz Antl
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Agilent Spectrum Analyzer - Occupied BW
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09:31:54PM Aug 19, 2020
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5.4.8 Transmitter unwanted emissions in the out-of-band domain

Condition | Mode | Frequency (MHz) | Antenna | OOB Frequency (MHz) | Level (dBm/MHz) | Limit (dBm/MHz) | Verdict
NVNT BLE 2402 Antl 2399.5 -60.19 -10 Pass
NVNT BLE 2402 Antl 2399.458 -59.86 -10 Pass
NVNT BLE 2402 Antl 2398.458 -61.05 -20 Pass
NVNT BLE 2402 Antl 2398.416 -61.21 -20 Pass
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NVNT BLE 2480 Antl 2484 -60.4 -10 Pass
NVNT BLE 2480 Antl 2484.043 -60.52 -10 Pass
NVNT BLE 2480 Antl 2485.043 -60.58 -20 Pass
NVNT BLE 2480 Antl 2485.086 -60.42 -20 Pass
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