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Test Data
5.4.2 RF Output Power
Condition | Mode Frequency Antenna Max Burst RMS Power Burst Max EIRP Limit Verdict
(MHz) (dBm) Number (dBm) (dBm)

NVHT BLE 2402 Antl -4.83 160 -3.77 20 Pass
NVHT BLE 2442 Antl -3.32 160 -2.26 20 Pass
NVHT BLE 2480 Antl -4.76 160 -3.7 20 Pass
NVLT BLE 2402 Antl -4.98 160 -3.92 20 Pass
NVLT BLE 2442 Antl -3.26 160 -2.2 20 Pass
NVLT BLE 2480 Antl -4.71 160 -3.65 20 Pass
NVNT BLE 2402 Antl -4.91 160 -3.85 20 Pass
NVNT BLE 2442 Antl -3.28 160 -2.22 20 Pass
NVNT BLE 2480 Antl -4.71 159 -3.65 20 Pass
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5.4.3 Power Spectral Density

Condition | Mode | Frequency (MHz) | Antenna | Max PSD (dBm/MHz) | Limit (dBm/MHz) | Verdict
NVNT BLE 2402 Antl -4.81 10 Pass
NVNT BLE 2442 Antl -2.98 10 Pass
NVNT BLE 2480 Antl -4.39 10 Pass
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5.4.7 Occupied Channel Bandwidth
Condition | Mode Frequency Antenna Center OBW Lower Edge Upper Edge Limit OBW Verdict
(MHz) Frequency (MHz) (MHz) (MHz) (MHz)
(MHz)
NVNT BLE 2402 Antl 2402.009 2.078 2400.97 2403.048 2400 - Pass
2483.5MHz
NVNT BLE 2480 Antl 2480.003 2.075 2478.965 2481.04 2400 - Pass
2483.5MHz
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5.4.8 Transmitter unwanted emissions in the out-of-band domain

Condition | Mode | Frequency (MHz) | Antenna | OOB Frequency (MHz) | Level (dBm/MHz) | Limit (dBm/MHz) | Verdict
NVNT BLE 2402 Antl 2399.5 -43.98 -10 Pass
NVNT BLE 2402 Antl 2398.5 -60.14 -10 Pass
NVNT BLE 2402 Antl 2398.422 -60.41 -10 Pass
NVNT BLE 2402 Antl 2397.422 -60.86 -20 Pass
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NVNT BLE 2402 Antl 2396.422 -60.99 -20 Pass
NVNT BLE 2402 Antl 2396.344 -61.17 -20 Pass
NVNT BLE 2480 Antl 2484 -60.97 -10 Pass
NVNT BLE 2480 Antl 2485 -61.13 -10 Pass
NVNT BLE 2480 Antl 2485.072 -60.56 -10 Pass
NVNT BLE 2480 Antl 2486.072 -61.29 -20 Pass
NVNT BLE 2480 Antl 2487.072 -61.04 -20 Pass
NVNT BLE 2480 Antl 2487.144 -60.7 -20 Pass
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