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RADIATED EMISSION TEST- (30MHZ-1GHZ) -VERTICAL

100 FCC PART 15 B CLASS B(Vertical)
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— QP Limit — K Frequency[Hz]
# QP Detector
NO- ['ﬂﬁqz'] [dlliﬁ\\l/eilm] Fﬁjcst?r [dlla_Ln\]/I/tm] M[ng]m H[ilr%?t Ar[]%le Polarity
1 48.4300 29.10 14.71 40.00 10.90 100 359 Vertical
2 79.4700 21.89 10.26 40.00 18.11 100 360 Vertical
3 148.3400 25.25 14.88 43.50 18.25 100 99 Vertical
4 198.7800 26.74 12.11 43.50 16.76 100 10 Vertical
5 398.6000 26.31 19.73 46.00 19.69 100 16 Vertical
6 720.6400 32.66 26.47 46.00 13.34 100 84 Vertical

RESULT: PASS
Note: 1. Factor=Antenna Factor + Cable loss, Margin= Result -Limit.

2. The “Factor” value can be calculated automatically by software of measurement system.
3. All test modes had been pre-tested. The 802.11b at low channel is the worst case and recorded in

the report.
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RADIATED EMISSION ABOVE 1GHZ

Frequency Emission Level Limits Margin Detector
(MHz) (dBuV/m) (dBuV/m) (dB) Type comment
TX 11b 2412MHz
4824 48.36 74 2564 Pk Horizontal
4824 35.27 54 -18.73 AV Horizontal
7236 51.23 74 2277 pk Horizontal
7236 33.74 54 -20.26 AV Horizontal
4824 51.24 74 -22.76 Pk Vertical
4824 33.90 54 -20.10 AV Vertical
7236 49.32 74 -24.68 Pk Vertical
7236 37.62 54 -16.38 AV Vertical
TX 11b 2437MHz
4874 48.98 74 -25.02 Pk Horizontal
4874 31.29 54 2271 AV Horizontal
7311 47.62 74 -26.38 Pk Horizontal
7311 34.10 54 -19.90 AV Horizontal
4874 50.01 74 -23.99 Pk Vertical
4874 39.41 54 -14.59 AV Vertical
7311 46.92 74 -27.08 Pk Vertical
7311 37.24 54 -16.76 AV Vertical
TX 11b 2462MHz
4924 48.95 74 -25.05 Pk Horizontal
4924 31.14 54 -22.86 AV Horizontal
7386 47.64 74 -26.36 Pk Horizontal
7386 33.93 54 -20.07 AV Horizontal
4924 50.32 74 -23.68 Pk Vertical
4924 38.96 54 -15.04 AV Vertical
7386 46.57 74 -27.43 Pk Vertical
7386 36.94 54 -17.06 AV Vertical

RESULT: PASS
Note:

1. Margin = Emission Level - Limit
2.1GHz-25GHz(All test modes had been pre-tested. The 802.11b mode is the worst case and recorded

in the report. No recording in the test report at least have 20dB margin).
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12. BAND EDGE EMISSION
12.1. MEASUREMENT PROCEDURE

1)Radiated restricted band edge measurements
The radiated restricted band edge measurements are measured with an EMI test receiver connected to the
receive antenna while the EUT is transmitting
2)Conducted Emissions at the bang edge
a)The transmitter output was connected to the spectrum analyzer
b)Set RBW=1MHz,VBW=3MHz
c)Suitable frequency span including 100kHz bandwidth from band edge

12.2. TEST SET-UP

Radiated same as 11.2

Note:
1. Factor=Antenna Factor + Cable loss - Amplifier gain. Field Strength=Factor + Reading level
2. The factor had been edited in the “Input Correction” of the Spectrum Analyzer. So the Amplitude of test

plots is equal to Reading level plus the Factor in dB. Use the A dB(uV) to represent the Amplitude. Use
the F dB(pV/m) to represent the Field Strength. So A=F.
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EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11b with data rate 1 .
Test Mode Antenna Horizontal
2412MHZ
PK
(=R =R
[ SENSE:INT] = Type-‘«LII-CDN;:\;:{Or \Uﬁ:lU:;:M Aug 29,2019
PNO: Fast (o Trig: Free Run Avg|Hold:>100/100 vrE [
IFGain:Low Atten: 20 dB
Mkr1 2.410 370 GHz N ek
104,848 dBpV/m | IE—
Next Pk Right|
\m——
Next PK Left|
|
Marker Delta
erm———]
Stop 2.42500 GHz
#VBW 3.0 MHz Sweep 1.000 ms (1001 pts) Mkr—CF
MKR| MODE TRC, SCL X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE =
N |10f| 2410370 GHz| 104,848 dBuVim|
2 [F ] 2390000 GHz| _49.458 dBuVim|
i I Mkr—RefLvi
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11 I r [ [ [ = _
IMSG STATUS |
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BN Keysight Spectrum Analyzer - Swept SA (==
| SENSE:INT| | ALIGN AUTO!
Avg Type:RMS
ENO: Fast Ly Trig: Free Run Avg|Hold:>100/100
IFGain:Low Atten: 20 dB
Mkr1 2.409 875 GHz N ek
101.709 dBpV/m | IEG—
Next Pk Right|
\m——
Next PK Left|
|
Marker Delta
erm———]
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR| MODE TRC, SCL X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE =
N |10f|  2409875GHz| 101.712dBuVim|
PY N [ 4[|  2300000GHz| 38975 dBuVim|
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RESULT: PASS
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EUT Smart Phone Model Name X19

Temperature 25°C Relative Humidity 55.4%

Pressure 960hPa Test Voltage Normal Voltage
802.11b with data rate 1 .

Test Mode 2419MHZ Antenna Vertical

RESULT: PASS

Attestatioh.&f Global Cq’mpliance

PK

BN Keysight Spectrum Analyzer - Swept SA

SENSE:INT|

[ ALIGN AUTO

PNO: Fast (y) Trig: Free Run
IFGain:Low Atten: 20 dB

Avg Type: Log-Pwr
Avg|Hold:>1001100

Mkr1 2.410 425 GHz
102.781 dBuV/m

Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts)

MKR, MODI SCL

FUNCTION

X ¥
[ ] 2410425 GHz| 102.781dBuV/m| | |
[f] 2.390000GHz| 46991dBwV/m| [ [ |
) ) A

FUNCTION VALUE  ~

FUNCTION WIDTH

NextPeak

Next Pk Right|

Next Pk Left|

Marker Delta|

Mkr—CF|

AV

SENSE:INT|

[ ALIGN AUTO

PNO: Fast (y) Trig: Free Run
IFGain:Low Atten: 20 dB

Avg Type: RMS
Avg|Hold:>1001100

Mkr1 2.410 150 GHz
99.764 dBuV/m

Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts)

MKR, MODI SCL

FUNCTION

X ¥
[ f | 2410150 GHz| 99.777dBuV/im| | |
[f] 2390000GHz| 37924dBwV/m| [ [ |
e ) A

FUNCTION VALUE  ~

FUNCTION WIDTH

NextPeak

Next Pk Right|

Next Pk Left|

Marker Delta|

Mkr—CF|
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RESULT: PASS

EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11b with data rate 1
Test Mode Antenna Horizontal
2462MHZ
PK

BN Keysight Spectrum Analyzer - Swept SA

[-o -]

K

Kl RF 50Q AC SENSE:[NT| | ALIGN AUTO \DE-:IZ 45 PMAug 29, 2018
Marker 1 2.460350000000 GHz ) Avg Type: Log-Pwr TRAC 4
PNO: Fast (g0 Trig: FreeRun Avg|Hold:>100/100 T

: ==
IFGain:Low Atten: 20 dB

Mkr1 2.460 35 GHz
lggsrdiv Ref 116.99 dBpV/im 103.820 dBpV/m

Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts)

Peak Search

NextPeak
|
Next Pk Right|
v —————-—
Next Pk Left|
|
Marker Delta|
[P |

Mkr—CF|

MKR MODE T X FUNCTION FUNCTION WIDTH FUNCTION VALUE  ~

¥
| 246035GHz| 103820dBwV/m| [ [ ]
[f] 248350GHz| 49784dBuvim| [ [ |
rr——

SoORND G AW

=
@
&
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BN Keysight Spectrum Analyzer - Swept SA

i
o
A

SENSE:INT| [ ALIGN AUTO |06:12:53 PMAug 29, 2018
Avg Type: RMS TRA m
PNO: Fast (po Trig: FreeRun Avg|Hold:>100/100 v
IFGain:Low Atten: 20 dB

Mkr1 2.459 95 GHz
100.936 dBuV/m

Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts)

Peak Search

NextPeak

Next Pk Right|

Next Pk Left|

Marker Delta|

Mkr—CF|

MKR MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE  ~

¥
100924dBuVim| |
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EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11b with data rate 1 .
Test Mode Antenna Vertical
2462MHZ
PK
- - - - - i (=R
(] Trig: Free Run :\:’gulk.irzﬁlil;ggl-rbvgr ‘ m
IFGain:Low Atten: 20 dB
Next Peak|
1L%gBrdiv Ref 116.99 dBpV/m |
Next Pk Right|
|
Next PK Left|
[EE———]
Marker Delta|
[EEE——|
Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF

0N[4 f] 246030 GHz| 101.854dBuV/im| |
[N [1]f] 2.483 50 GHz| 49.812 dBuV/m
- @ o ]
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AC CORREC [ Sense:InT| [ ALIGN AUTO __[06:13:16 PMAL

Marker 1 2. 459950000000 GHz Avg Type: RMS
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E%gBrdiv Ref 116.99 dBpV/m 98.944 dBpV/m I—
Next Pk Right
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Next PK Left
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Marker Delta
s

Stop 2.50000 GHz,
Sweep 1.000 ms (1001 pts) Mkr—CF

MKR MODE TRC| SCL X FUNCTION FUNCTION WIDTH FUNCTION VALUE =~

S0 N [1[f[  245905GHz| 98 949 dBuVim| |
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RESULT: PASS
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EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11g with data rate 6 .
Test Mode Antenna Horizontal
2412MHZ
PK
BN Keysight Spectrum Analyzer - Swept SA : ‘ : i ‘ EREEE=
T o
IFGain:Low Atten: 20 dB
Mkr1 2.408 885 GHz HEXtRS ok
104.399 dBpV/m j——
Next PK Right|
|
Next Pk Left
|
Marker Delta
|
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts), Mkr—CF
M:Ra;i TRC.S; 2_05 Sy 104.399:’8 . FUNCTION FUNCTION WIDTH FUNCTION VALUE =
Pl N |1 [f| 2390000GHz| 55905dBuv/im| [ [ |
i  rrr 1 MKr—RefLvl

AV

BN Keysight Spectrum Analyzer - Swept SA = || ]
S00 AC | CORREC

SENSE:INT| [ ALIGN AUTO | 06:14:21 PMAug 29,2018
TRACE]

Avg Type: RMS 4 Peak Search

1l RF 0 Q
Marker 1 2.406850000000 GHz

NO: Fast Ly Trig: Free Run Avg|Hold:>100/100
IFGain:Low Atten: 20 dB
MKr1 2.406 850 GHz plexEeaK
10 By Ref 116.99 dBpV) 96.017 dBpV/m |
Next Pk Right|
e
Next Pk Left|
e
Marker Delta|
e
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR| MODI SCL| X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
[f]  2406850GHz| 96040dBwV/m| [ | |
[f]  2390000GHz| 41027dBwvim| [ | |
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RESULT: PASS
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RESULT: PASS

Attestatioh.&f Global Cq’mpliance

EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11g with data rate 6 .
Test Mode Antenna Vertical
2412MHZ
PK

BN Keysight Spectrum Analyzer - Swept SA

PNO: Fast (po Trig: FreeRun Avg|Hold:>100/100
IFGain:Low Atten: 20 dB
MKr1 2.407 455 GHz plexEeaK
103.118 dBuV/m e ————
Next Pk Right|
v —————-—
Next Pk Left|
|
Marker Delta|
[P |
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR MODI SCL X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
[ f]  2407455GHz[ 103.118dBuVim| | |
[f[ 2390000GHz| 54664dBuwvim| | [ |
I E A
e A N A -

[ |5
SENSE:INT] [ ALTGN AUTO
Avg Type: Log-Pwr TRACE] Peak Search

I I [ |5
SENSE:INT]| ALIGN AUTO
PNO: Fast () Trig: Free Run Avg|Hold:>100/100 A
IFGain:Low Atten: 20 dB M N
Mkr1 2.407 675 GHz plexEeaK
84.278 dBy/m p—
Next Pk Right|
v —————-—
Next Pk Left|
|
Marker Delta|
[P |
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR MODI SCL X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
[ f]  2407675GHz| 94276dBuwVim| | |
[f[  2390000GHz| 39080dBwvm| [ [ |
I E R A
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RESULT: PASS

Attestatioh.&f Global Cq’mpliance

EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11g with data rate 6 .
Test Mode Antenna Horizontal
2462MHZ
PK

BN Keysight Spectrum Analyzer - Swept SA

Kl RF 50Q AC CORREC SENSE:[NT| | ALIGN AUTO \06:15 37 PMAug 29,2019
Marker 1 2.458250000000 GHz ) Avg Type: Log-Pwr
PNO: Fast (g0 Trig: FreeRun Avg|Hold:>100/100
: ==
IFGain:Low Atten: 20 dB

10 dB/div__ Ref 116.99 dBpVi
Log

Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts)

FUNCTION FUNCTION WIDTH FUNCTION VALUE  ~

¥
|  245825GHz| 105687dBuVim| | |
[f] 248350GHz| 63061dBuv/m| [ [ |
e ) A
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NextPeak
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Next Pk Left|

Marker Delta|
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500 AC | CORREC SENSE:INT] [ AN AUTO

0000000 GHz Avg Type: RMS
SNO: Fast Ly Trig: FreeRun Avg|Hold:>100/100
IFGain:Low Atten: 20 dB

Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts)
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X ¥
[ f] 245890GHz| 96.896dBuv/im| | |
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NextPeak
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Marker Delta|
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EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11g with data rate 6 .
Test Mode Antenna Vertical
2462MHZ
PK
BE Keysight Spectrum Analyzer - : ) ] . =] ]
Marker 12.4588 (] Trig: F;w‘R.un :\m;z&e}g&ﬁvgr B
IFGain:Low Atten: 20 dB N
Mkr1 2.458 80 GHz NEXtRe ek
103.378 dBuV/m F—
Next Pk Right|
e —
Next PK Left|
e ——
Marker Delta|
e —
Stop 2.50000 GHz
#VBW 3.0 MHz Sweep 1.000 ms (1001 pts) Mkr—CF
M:Rﬁ TRCISC.L .453 YT 103.375‘,3 - FUNCTION FUNCTION WIDTH FUNCTION VALUE =
P N [1]f]  248350GHz[ 60713dBuV/im| [ [ |
- - ]
)
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]
]
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[BE Keysight Spectrum Analyzer - Swept SA.
X! A SENSE:INT| [ ALIGN AUTO

3 AC
Marker 1 2.458750000000 GHz Avg Type: RMS

PNO: Fast (,. T1ig: FreeRun Avg|Hold:>100/100
IFGain:Low Atten: 20 dB
Mkr1 2.458 75 GHZ NEXIEeax
10 dBraiu Ref 116.99 dBpV/im 95.000 dBuV/m I—
Next Pk Right]
e
Next PK Left
e
Marker Delta
e
Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
SCL| X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE =~
[f]  245875CGHz| 95.027dBuVim| |
[f] 248350 GHz| 44.746 dBuVim|
- 1

RESULT: PASS
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EUT Smart Phone Model Name X19

Temperature 25°C Relative Humidity 55.4%

Pressure 960hPa Test Voltage Normal Voltage
802.11n 20 with data rate 6.5 .

Test Mode 2419MHZ Antenna Horizontal

RESULT: PASS

Attestatioh.&f Global Cq’mpliance

PK

BN Keysight Spectrum Analyzer - Swept SA

SENSE:INT| [

ALIGN AUTO

PNO: Fast () Trig: Free Run Avg|Hold:>100/100
IFGain:Low Atten: 20 dB .
Mkr1 2.406 080 GHz Ll
104.357 dBuV/m e ————
Next Pk Right|
v —————-—
Next Pk Left|
|
Marker Delta|
[P |
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR MODI SCL X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
[ f]  2406080GHz| 104367dBwVim| [ | |
[f[ 2390000GHz| 56628dBuwvim| | | |
I E A
e A N A -

usc STATUS
I I [ |5
SENSE:INT]| ALIGN AUTO
PNO: Fast () Trig: Free Run Avg|Hold:>100/100
IFGain:Low Atten: 20 dB .
Mkr1 2.407 290 GHz plexEeaK
95.390 dBy//m p—
Next Pk Right|
v —————-—
Next Pk Left|
|
Marker Delta|
[P |
Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR MODI SCL X ¥ FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
[ f]  2407200GHz| 95419dBwVim| [ | |
[f[  2390000GHz| 41361dBuwvim| | [ |
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RESULT: PASS

Attestatioh.&f Global Cq’mpliance

EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11n 20 with data rate 6.5 .
Test Mode 2419MHZ Antenna Vertical
PK

BN Keysight Spectrum Analyzer - Swept SA

[-o -]

K

SENSE:INT|

[ ALTGN AUTO [ 06:17:42 PM Aug 29, 2018
Avg Type: Log-Pwr TRA 4
Avg|Hold:>100/100 ™

d RF 500 AC
Marker 1 2.406850000000 GHz )
PNO: Fast (y) Trig: Free Run
IFGain:Low Atten: 20 dB

Mkr1 2.406 850 GHz

lggsrdiv Ref 116.99 dBpV/im 101.736 dBpV/m

Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts)

Peak Search

NextPeak
|
Next Pk Right|
b s

Next Pk Left|

Marker Delta|

Mkr—CF|

SCL| X ¥

[ ] 2406850 GHz| 101.736dBuV/m| | | |

= 2.390000GHz| 55688dBwV/m| [ [ |
e ) A

FUNCTION FUNCTION WIDTH FUNCTION VALUE  ~

AV

i
o
A

SENSE:INT| [ ALIGN AUTO | 06:17:56 PMAug 29, 2018
Avg Type: RMS TRA m
Avg|Hold:>100/100 RE

PNO: Fast (y) Trig: Free Run
IFGain:Low Atten: 20 dB

Mkr1 2.406 355 GHz
93.465 dBuV/m

Start 2.37000 GHz
#Res BW 1.0 MHz

Stop 2.42500 GHz
Sweep 1.000 ms (1001 pts)

MKR MODE TRC| SCL X 5 FUNCTION FUNCTION WIDTH

A N [1]f] 2406355GHz| 93471dBwVim| | 0| |
2 MEERKE 2.390000GHz| 39950dBwV/m| [ [ |
] ]

FUNCTION VALUE  ~

Peak Search

NextPeak

Next Pk Right|

Next Pk Left|

Marker Delta|

Mkr—CF|
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RESULT: PASS

Attestatioh.&f Global Cq’mpliance

EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11n 20 with data rate 6.5 .
Test Mode 2469MHZ Antenna Horizontal
PK

BN Keysight Spectrum Analyzer - Swept SA
i RF S00 AC | CORREC SENSE:INT] | ALIGN AUTO [ 06:18:38 PM Aug 29, 2010
Marker 1 2.460200000000 GHz ) Avg Type: Log-Pwr
PNO: Fast (,0 Trig: Free Run Avg|Hold:>100/100
: —
IFGain:Low Atten: 20 dB

Mkr1 2.460 20 GHz
lggsrdiv Ref 116.99 dBpV/im 104.895 dBuV/m

Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts)

MKR, MODI SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE  ~

X ¥
[ ] 246020 GHz| 104.895dBuVvim| | |
[f] 248350GHz| 63831dBuvim| [ [ |
e A

NextPeak

Next Pk Right|

Next Pk Left|

Marker Delta|

Mkr—CF|

AV

500 AC | CORREC SENSE:INT] [ AN AUTO

0000000 GHz Avg Type: RMS
SNO: Fast Ly Trig: FreeRun Avg|Hold:>100/100
IFGain:Low Atten: 20 dB

Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts)

FUNCTION FUNCTION WIDTH FUNCTION VALUE  ~

¥
|  245915GHz| 96.463dBwVim| | |
[f] 248350GHz| 47645dBuvim| [ [ |
e ) A

MKR, MODI X

NextPeak

Next Pk Right|

Next Pk Left|

Marker Delta|
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EUT Smart Phone Model Name X19
Temperature 25°C Relative Humidity 55.4%
Pressure 960hPa Test Voltage Normal Voltage
802.11n 20 with data rate 6.5 .
Test Mode Antenna Vertical
2462MHZ
PK
- — ole =)
] Trig: Free Run :\:ﬁl—.{z&i:ga]ﬁ:gr TR:' ¢
IFGain:Low Atten: 20 dB
Mkr1 2.459 90 GHz NEXtRe ek
10 dBraiu Ref 116.99 dBpV/im 103.749 dBuV/m I—
Next Pk Right|
|
Next PK Left|
[EE———]
Marker Delta|
[EEE——|
Stop 2.50000 GHz
Sweep 1.000 ms (1001 pts) Mkr—CF
MKR| MODE TRC| SCL X FUNCTION FUNCT\DN""'\DTH FUNCTION VALUE =
——
e A A B
)
) A, -
]
]
- 0}
]

AV

u Keysight st.umAna\yzer Swept SA.

SENSE:INT| [ ALIGN AUTO

AC
Marker 12. 459650000000 GHz i Avg Type: RMS

G Trig: FreeR: Avg|Hold:>100/100 VF v
Fedmiow ™ Atten: 208 ol oo FR
Mkr1 2.459 65 GHz NEXtRe ek
E%gBrdiv Ref 116.99 dBpV/m 94.824 dBpV/m I—
Next Pk Right
i ————|
Next PK Left
e ———
Marker Delta
s
Stop 2.50000 GHz,
Sweep 1.000 ms (1001 pts) Mkr—CF
FUNCTION FUNCTION WIDTH FUNCTION VALUE =~
—
l]
N A

RESULT: PASS
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13. FCC LINE CONDUCTED EMISSION TEST
13.1. LIMITS OF LINE CONDUCTED EMISSION TEST
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Maximum RF Line Voltage
Frequency
Q.P.(dBuV) Average( dBuV)
150kHz~500kHz 66-56 56-46
500kHz~5MHz 56 46
5MHz~30MHz 60 50

Note:

1. The lower limit shall apply at the transition frequency.
2. The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 MHz.

13.2. BLOCK DIAGRAM OF LINE CONDUCTED EMISSION TEST

EUT &

Support

A0cm

N\

B0cHm

sagm

LIS

=80cm
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13.3. PRELIMINARY PROCEDURE OF LINE CONDUCTED EMISSION TEST

1. The equipment was set up as per the test configuration to simulate typical actual usage per the user’s
manual. When the EUT is a Smart Phoneop system, a wooden table with a height of 0.8 meters is used
and is placed on the ground plane as per ANSI C63.10 (see Test Facility for the dimensions of the ground
plane used). When the EUT is a floor-standing equipment, it is placed on the ground plane which has a
3-12 mm non-conductive covering to insulate the EUT from the ground plane.

Support equipment, if needed, was placed as per ANSI C63.10.

All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10.

All support equipments received AC120V/60Hz power from a LISN, if any.

The EUT received charging voltage by adapter which received 120V/60Hzpower by a LISN..

The test program was started. Emissions were measured on each current carrying line of the EUT using a
spectrum Analyzer / Receiver connected to the LISN powering the EUT. The LISN has two monitoring
points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1 connected to
Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1 connected to a
50 ohm load and Line 2 connected to the Analyzer / Receiver.

7. Analyzer / Receiver scanned from 150 kHz to 30MHz for emissions in each of the test modes.

During the above scans, the emissions were maximized by cable manipulation.

9. The test mode(s) were scanned during the preliminary test.

o gk W

©

Then, the EUT configuration and cable configuration of the above highest emission level were recorded for
reference of final testing.
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13.4. FINAL PROCEDURE OF LINE CONDUCTED EMISSION TEST

1. EUT and support equipment was set up on the test bench as per step 2 of the preliminary test.

2. Ascan was taken on both power lines, Line 1 and Line 2, recording at least the six highest emissions.
Emission frequency and amplitude were recorded into a computer in which correction factors were used
to calculate the emission level and compare reading to the applicable limit. If EUT emission level was
less —2dB to the A.V. limit in Peak mode, then the emission signal was re-checked using Q.P and Average
detector.

3. The test data of the worst case condition(s) was reported on the Summary Data page.
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13.5. TEST RESULT OF LINE CONDUCTED EMISSION TEST
LINE CONDUCTED EMISSION TEST LINE 1-L

Level [dByuV]
70
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Frequency [Hz]

x x :MES TEST_fin

MEASUREMENT RESULT: "TEST fin"

B/30/2019 10:37AM

Fregquency Level Transd Limit Margin Detector Line EFE
MHz dBpv de  dBpv de
0.174000 41.20 106.9 65 23.6 QP L1 FLO
0.390000 39.10 10.4 58 15.0 QP L1 FLO
0.630000 39.20 10.6 56 16.8 QF L1 FLO
0.762000 43.10 10.6 =1 12.9 QP L1 FLO
2.258000 36.20 11.5 56 1%.8 QP L1 FLO
3.820000 35.10 11.5 =1 20.9 QP L1 FLO
MEASUREMENT RESULT: "TEST fin2"
B/30/2019 10:37AM
Fregquency Level Transd Limit Margin Detector Line EE
MHz dBuv dB dBnv dB
0.178000 25.40 10.9 EE 29.2 AV L1 FLO
0.386000 23.80 10.4 48 24.3 AV L1 FLO
0.478000 27.90 11.0 46 18.5 AWV L1 FLO
0.766000 29.20 10.& 46 16.8 AV L1 FLO
2.258000 23.40 11.& 46 22.6 AV L1 FLO
3.8320000 23.20 11.& 46 22.8 AV L1 FLO
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Line Conducted Emission Test Line 2-N

Level [dBuv]
70

60

50+

40 :

3{::\___]'.__ L __J___L__l
S L A
20f--- -y “}t'r”ﬂ —H‘“ﬂ -
1 1 1 1 1 | | 1 1
1 1 | 1 1 1 1 | | 1 1 1
1H 1 1 1 1 1 1 | 1 | | 1 1 1
150k 300k 400k 600K 800K 1M M 3M  4M 5M 6M  8M 10M 20M  30M

Frequency [Hz]

x x MES TEST fim

MEASUREMENT RESULT: "TEST fin"

B/30/2019 10:48RM

Frequency Level Transd Limit Margin Detector Line PE
MHz dBnv dB dBpv dB
0.630000 38.90 10.6 =1 17.1 QP N FLO
0.754000 43.40 10.6 =1 12.6 QP N FLO
1.286000 38.50 11.& =1 17.5 QP N FLO
2.466000 36.60 11.5 & 1.4 QF N FLO
3.830000 36.80 11.¢6 & 1.2 QP N FLO
6.646000 33.70 11.7 60 26.3 QP N FLO
MEASUREMENT RESULT: "TEST fin2"
B/30/201% 10:4B8AM
Frequency Level Transd Limit Margin Detector Line FE
MHZ dBpv d2  dBpv ds
0.630000 29.00 10.& 46 17.0 AV N FLO
0.742000 33.80 10.5 46 12.2 AV N FLO
1.286000 28.30 11.5 46 17.7 AV N FLO
2.470000 27.40 11.5 46 18.6 AV N FLO
3.830000 27.50 11.6 46 18.5 AV N FLO
6.462000 24 .60 11.7 50 25.4 AV N FLO

Attestation of Global Compliance(Shenzhen)Co.,Ltd.
Add: 2/F., Building 2,Sanwei Chaxi Industrial Park, Sanwei Community,
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China
Tel: +86-7552523 4088 E-mai|l:agc@agc-cert.com Service Hotline:400 0892118




®
A\GC Report No.:AGC00552190704FE04

Page 54 of 55

APPENDIX A: PHOTOGRAPHS OF TEST SETUP
LINE CONDUCTED EMISSION TEST SETUP
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RADIATED EMISSION ABOVE 1G TEST SETUP

. / 2 b

----END OF REPORT----
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